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USB data cable (USB-A on IFS plug) for communicating between PCs and PHOENIX CONTACT devices with an
IFS data port, e.g., RAD-2400-IFS. Power supply for diagnostics and configuration via the USB port of the PC.
Cable length: 2 m.

Product Features

 Power supply for diagnostics and configuration via the USB port of the PC

Key commercial data
Packing unit 1 pc

Weight per Piece (excluding packing) 80.0 GRM

Custom tariff number 85444210

Country of origin Germany

Technical data

Dimensions
Fixed cable length 2 m

Ambient conditions
Ambient temperature (operation) -25 °C ... 70 °C (-13 °F ... 158 °F)

Ambient temperature (storage/transport) -40 °C ... 85 °C (-40 °F ... 185 °F)

General
Connection 1 PC side

Connection method USB 2.0 Fullspeed

Note serial

Connection 2 Device side

Connection method IFS data port

Classifications

eCl@ss

eCl@ss 4.0 27230207
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Classifications

eCl@ss
eCl@ss 4.1 27250312

eCl@ss 5.0 27242208

eCl@ss 5.1 27242208

eCl@ss 6.0 27242208

eCl@ss 7.0 27242208

eCl@ss 8.0 27242208

ETIM

ETIM 3.0 EC001423

ETIM 4.0 EC000830

ETIM 5.0 EC000830

UNSPSC

UNSPSC 6.01 30211506

UNSPSC 7.0901 43223108

UNSPSC 11 39121008

UNSPSC 12.01 43223108

UNSPSC 13.2 43223108
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